TIGWELDING REDUCED
TO THE ESSENTIALS

SINGLE PHASE
SUITABLE FOR 230V

Latest inverter technology

High frequency ignition
75KG or by, Lift"-Arc

TOTAL WEIGHT 2 Step, 4 Step and
spot welding

Security protection VRD
Voltage reduction device”

5-200A

230V +/-20%

7,5kg

WITH DIGITAL DISPLAY



ACCESSORIES
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(1) RC1 foot remote control

(2) RC 2 manual remote control

TECHNICAL DATA

Connection voltage 1phsocorz  V +-20%

Insulation class

|
Input power @ |, MAX kVA :
Delayed fuse (I_,) A |
Power factor / cos ¢ :
Efficiency degree !
Open circuit voltage \Y :
Current range A "
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DINSE:::

QUALITY AND PERFORMANCE -
WITHOUT COMPROMISE

Our DINSE manual welding torches for
MIG/MAG and TIG complete your power
source to a top class welding system. All
information as well as suitable spare and
wear parts can be found in our product
catalogue.

Your DINSE expert will be pleased to
advise you on the required additional

equipment for your individual application.
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7,5 kg
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DINSE is your dependable partner for the entire welding process.
Contact us and schedule an appointment for consultation today.
Together with you we will find the best solution for your application.

m info@dinse.eu

390 mm x 135 mm x 300 mm

Your DINSE Partner:

www.dinse.eu N
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